Monday
Found out what all we need to include in dash 
2
Steps Taken to Reach Objective:
Objective (s):
Worked on designing dash  for shell car 
List issues / Complications:
1
3
4
Discussed a couple of designs for dash 
 Shoulders  needed extended
Took measurements on bar going across lap and wheel 
Use cardboard to mach up dash 
Tuesday
Grinded rod down to fit bearing 
2
Steps Taken to Reach Objective:
Objective (s):
Find a way to attach steering wheel 
List issues / Complications:
1
3
4
Found a housing that would hold the bearing 
 
Found a bearing that almost fit the steering rod 
Pressed out old bearing 
Wednesday
Cut bars too angle to be welded to flat plate 
2
Steps Taken to Reach Objective:
Objective (s):
Make a jig too put bearing housing and steering wheel support bars on shell car 
List issues / Complications:
1
3
4
Clamp bearing housing into place so that the morning class could adjust it to where it needed to be for their driver.
 
Pressed new bearing into  housing 
Clamp bars into place 
Thursday
Build up left front fender
2
Steps Taken to Reach Objective:
Objective (s):
Spackle the4 mold for shell car
List issues / Complications:
1
3
4
Sand down right front fender and front 

Build up back right fender 

Friday
Build up back right fender 
2
Steps Taken to Reach Objective:
Objective (s):
Continue building up spackle. start Mach up for dash
List issues / Complications:
1
3
4
Sand side of car and back on top
 
Build up left fender
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