Monday
Use glue and screws  to attach foam together 
2
Steps Taken to Reach Objective:
Objective (s):
 Cut out and attached foam for canopy /spackle  and sand
List issues / Complications:
1
3
4
Use LuAnn to build a platform to hold foam over curve
 
Use jig saw and and cut out foam for canopy

Tuesday
Start spackling the back of the canopy  this took a wile cause we had to make sure we covered all low spots
2
Steps Taken to Reach Objective:
Objective (s):
2 hr delay/  fill in back of canopy with clay to fill in serious low spots and spackle the back
List issues / Complications:
1
3
4
Put second coat on back  with spackle.

We used the modeling clay to fill in spots between foam boards and in other low spots
Work on smet work sheet
Wednesday
Cut foam out for front of canopy and attach foam together
2
Steps Taken to Reach Objective:
Objective (s):
2hr delay/ spackle back of canopy continue filling in low spots/ cutting foam for front of canopy
List issues / Complications:
1
3
4
Fill spots around canopy with clay to attach the canopy to the car
 No thermoform!!!!!!

Use spackle to fill low spots  on back of canopy
Work on smett work sheet 
Thursday

2
Steps Taken to Reach Objective:
Objective (s):
[bookmark: _GoBack]Redesign 
List issues / Complications:
1
3
4

 


Friday
Add clay to back of canopy to fill in large gaps
2
Steps Taken to Reach Objective:
Objective (s):

List issues / Complications:
1
3
4
Spackle over fenders again
 
Put skim coat 
Rough sand fenders


