 Monday
[bookmark: _GoBack]sand
2
Steps Taken to Reach Objective:
Objective (s):
2 hr   delay/ spackled dash 
List issues / Complications:
1
3
4


 Sp-ackle dash and pods 

Tuesday
Put two layers of spackle down on pods 
2
Steps Taken to Reach Objective:
Objective (s):
Sand dash top and spackle pods
List issues / Complications:
1
3
4
Sand pods down rough
 
Sand down top flat 

Wednesday
 trace caliper for shape of mount
2
Steps Taken to Reach Objective:
Objective (s):
Start drawing up ideas for break mount
List issues / Complications:
1
3
4
Figure by trial and error of where 
Dash mach up wouldn’t work because it gets in the way of getting in the car
Take bolts out of caliper 

Thursday
Spackle and sand all 3 pieces 
2
Steps Taken to Reach Objective:
Objective (s):
Start cutting out break mount from ¼ aluminum / spackle dash glue it together and sand
List issues / Complications:
1
3
4
Glue pieces  too dash
Barring didn’t fit
Use air tool to cut out mount for brake 
Spackle and sand 
Friday
Start cutting out second break mount
2
Steps Taken to Reach Objective:
Objective (s):
Finnish first break mount / then start second / dash 
List issues / Complications:
1
3
4
Sand dash 

Use band saw to cut out large curve on break mount



